FEATURES :
* RoHS, Halogen Free
* Operation Current : 100mA - 3A
* Maximum Voltage : 6V - 60V
* Temperature Range : -40°C~+85°C
Approvals :
* UL Recognized : File E211981
* ¢-UL Recognized : File E211981
*TUV : R50004084, R50090556 t
+ FSMDO010 : TOV Pending
ELECTRICAL CHARACTERISTICS (23°C) :
ot Hold | Trip | Rated | Max | Typical | Max Time to Trip Resistance Typical Time-to-trip at 23°C :
'al
L Current | Current | Voltage | Current | Power | Current Time Rmin Rimax
Iy, A InA | Vuso Vde| Iwao A | PA,W |  Amp Sec a Q
FSMD010 0.10 0.30 60 10 0.8 8.0 0.020 | 1.600 | 15.00 w. ABC D EF GHJKM N
FSMD010-R 0.10 0.30 60 10 0.8 8.0 0020 | 1.600 | 15.00
FSMD014 0.14 0.30 60 10 0.8 8.0 0.008 1.200 | 6.500
FSMDO14-R 0.14 0.30 60 10 0.8 8.0 0.008 1200 | 6.500 10
FSMD020 0.20 0.40 30 10 0.8 8.0 0.020 | 0.800 | 5.000
FSMD020-R 0.20 0.40 30 10 0.8 8.0 0.020 | 0.800 | 5.000
FSMD035 0.35 0.70 16 40 0.8 8.0 0.100 | 0320 | 1500 | & *
FSMD035-R 0.35 0.70 16 40 0.8 8.0 0.100 | 0.320 | 1.500 | £
FSMD050 0.50 1.00 16 40 0.8 8.0 0150 | 0.450 | 1.000 | %
FSMD050-R 0.50 1.00 16 40 0.8 8.0 0.150 | 0.150 | 1.000 | = °
FSMDO75 0.75 1.50 16 40 0.8 8.0 0.200 | 0.110 | 0.450
FSMDO75-R 0.75 1.50 16 40 0.8 8.0 0200 | 0.110 | 0.450 o
FSMD075-24R | 0.75 1.50 24 40 1.0 8.0 0.200 | 0.110 | 0.280 !
FSMDO075-33R | 0.75 1.50 33 40 1.0 8.0 0.200 | 0.110 | 0.400
FSMD110 1.10 2.20 8 100 0.8 8.0 0.300 | 0.040 | 0210 oo
Lul FSMD110-R 1.10 2.20 8 100 0.8 8.0 0300 | 0.040 | 0210 o 1 10 )
(&) FSMD110-16 1.10 2.20 16 100 0.8 8.0 0500 | 0.040 | 0.180 Fukcument ()
= FSMD110-16-R| _1.10 2.20 16 100 0.8 8.0 0.500 | 0.040 | 0.180 _
= FSMD110-24R | 110 | 220 24 10 | 10 | 80 | 0500 | 0.060 | 0.200 AN
L FSMD125 125 | 250 6 0| 08 80 | 0400 | 0.050 | 0.140 it
(o] FSMD125-R 1.25 2.50 6 40 0.8 8.0 0400 | 0.050 | 0.140 b - FEMDO3SI0%5.R
FSMD150 1.50 3.00 B 100 0.8 8.0 0.500 | 0.040 | 0.110 -
(=] FSMD150-R 160 | 3.00 8 100 | 08 8.0 0500 | 0.040 | 0.110 o fembosany
S FSMD150-12R | _1.50 3.00 12 100 1.0 8.0 0500 | 0.040 | 0.110 = FEMDO7SA75-
N FSMD150-24R | 1.50 3.00 24 100 1.0 8.0 1500 | 0.040 | 0.120 075-24R/075-33R
FSMD160 1.60 3.20 B 100 0.8 8.0 0.500 0.030 | 0.100 G = FSMD110/110-R110-16/
(&) FSMD160-R 1.60 3.20 8 100 08 8.0 0.500 0.030 | 0.100 110-18-R/M10-24R
- FSMD160-12R | 1.60 3.20 12 100 1.0 8.0 1.000 0.030 | 0.100 H = FSMD1251125-R
o FSMD160-16R | _1.60 3.20 16 100 1.0 8.0 1.000 | 0.030 | 0.100 I = FSMD150/150-R/
FSMD190RZ 1.90 4.90 6 100 1.0 8.0 5.000 0.003 | 0.025 150-12R/150-24R
FSMD200R 2.00 3.50 8 100 1.0 8.0 2.000 0.020 0.070 J = FSMD160/160-R/
FSMD260R 2.60 5.00 6 100 1.0 8.0 2500 | 0.015 | 0.047 160-12R/1B0-16R
FSMD260-13R | _2.60 5.00 13.2 100 13 8.0 5000 | 0.015 | 0.050 K = FSMD200R
FSMD260-16R | 2.60 5.00 16 100 13 8.0 5000 | 0.015 | 0.050 L = FSMD260R/260-13R/
FSMD300R 3.00 5.00 6 100 1.0 8.0 4000 | 0.012 | 0.040 260-16R
M= FSMD190RZ
N = FSMD300R
DIMENSIONS : Figure 1 Figure 2
Thermal Derating Curve, FSMD Series
E 200%
<
;g 150%
H
Part A B c D E 3 oo
Number | - | Min [ Max | Min | Max | Min | Max | Min | Max | Min | Max i
50%
FSMDxxx 1 437 | 473 | 307 | 341 | 025 | 155 | 025 | 0.95 — — 3
FSMDxxx(-ogR| 2 | 437 | 473 | 307 | 341 | 025 | 155 | 025 | 095 | 025 | 0.65 § .
. . . . -40 -20 o 20 40 60 80
* Ask PICO for details in dimensions. Ambient Termperature (C)
TR O, o
Pad Layouts s 150-24R, 160, 160-12R, 160-16R,
lBgU%ZR 200R, 260R, 260-13R, 260-16R
! Pad dimensions (millimeters) B= FSMD010, 014, 020, 035, 050
¢ I A B C
Device Nominal Nominal  Nominal
s All 1812 Series 3.45 1.78 3.50
- E JC** A =4
@ Ask PICO for other SMD Sizes; 2920 / 1210 / 1206 / 0805.
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